OQL PHA ﬁn

Instruction
Manual

CEILING FAN
Model : AXON 1













INSTALLATION INSTRUCTION

IMPORTANT : SWITCH OFF THE ELECTRICAL MAINS AT THE CIRCUIT BREAKER FUSE BOX.

Step 3

a) Drill the 4 expansion screws and 1 expansion ‘J’ hook provided to the concrete ceiling.

b) Align the slotted holes in the mounting bracket with the expansion screws and secure with the washer
and nuts.

IMPORTANT : The expansion screws, expansion ‘J’ hook and nut must be tightened until snug.
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Step 4

a) Raise the fan and place the ball into the mounting bracket. Align the notch on the ball with the indent in
the mounting bracket. There are 8 notches on the hanger ball, this is for multiple adjustments of fan
heading direction.

b) Rotate the fan to the desired direction. Then align the notch on the ball until you hear the notch pop into
place.

c) Hook the safety wire onto the expansion ‘J’ hook and install the safety wire clamp on the mounting bracket.
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CIRCUIT DIAGRAM
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TRANSMITTER FUNCTION

IMPORTANT : DO NOT CONNECT THIS REMOTE CONTROL CEILING FAN TO REGULATOR
OR DIMMER SWITCH.
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Q) : Turn on or off the fan

A : Fanspeed

V¥ : Fanspeed

k?'h : Turn on the fan swirl function

QCBF‘F) * Turn off the fan swirl function

::\!% : Without function
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